








High Performance Industrial Chassis Panel PC Platform

Speaker 0Ss!
Features v
»Rugged construction with heavy duty steel enclosure.
»Support 15°/177/19” TFT LCD Panel
P65 compliant front bezel with tempered Glass protect screen ( Touch screen option )
»Compatible Intel / AMD / VIA High performance PC MB
~Flexible design support Micro-ATX and Mini-ITX form factor MB, with1 x PCI| expansion slot
~Flexible Storage device ,support 1x slim optical device , 1x 2.5 inch HDD
»Build in 2 x 2 watts stereo speaker
»QOSD control buttons to optimized the display

IPC-1543 IPC-1743 IPC-1943

~Wide range internal ATX power supply selectable

»Panel ( Flush ) Mount with clips

»Meet standard VESA hole ( 75/100 mm ) ,support wall mount / Desk top/Swing arm
Standard Mini-ITXMB Reset PClslot

Power Switch
System Specification ¥

COM(extension)

IPC-1543 IPC-1743 IPC-1943

Main Board Mini-ITX Mini-ITX or Micro-ATX

CPU Intel / AMD / VIA compatible

DRAM Upgradeable standard SDRAM /DDR/DDR2 memory

Storage Space for 1 x 2.5" HDD(anti-shock design), 1 x slim optical driver

System Cooling Fan(rear side)| 2 x 60*60*10 mm

0SD 0OSD adjust function support Brightness, Contrast, H/V Position, Color, Phase, Clock, Management
Expansion 1x PCI expansion Slot ( 1 x PCIE expansion slot option )

Resistive / Capacitive / IR / SAW touch ( optional )

Touch screen
Display Specifications

Display Type 15" XGA TFT LCD 17" SXGA TFT LCD 19" SXGA TFT LCD
Resolution 1024x768 1280x 1024 1280 x 1024
Luminance 250 nits 300 nits 300 nits
Max.color 16.2M 16.7M 16.7M

View Angel 1L507(H) , 135:(M) 178°(H) , 178°(V) 178°(H), 178°(V)
Pixel Pitch 0.297 x 0.297 mm 0.264 x 0.264 mm 0.294 x 0.294 mm
Contrast Ratio 700 : 1 1000:1 1000:1
Response Time 8 ms 5 ms 5 ms

LCD MTBF 50,000hrs 50,000hrs 50,000hrs
Mechanical Specifications

Construction Heavy duty steel Enclosure

Front Panel Protection IP 65 compliant

Power input 1U ATX ,150W / 350W

Operating Temperature 32°F ~ 113°F (0°C to 45°C)

Storage Temperature -4°F ~ 140°F (-20°C to 60°C)

Certifications CE/FCC/ROHS

Mounting Panel mount with clips , Meets standard VESA hole (75/ 100mm),support Wall-mount/Desktop stand/Swing arm
Weight ( Net/ Gross : KG) 11/13kg 11/13kg 12.5/15.5kg

Dimension(W x H x D) (mm)
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Stainless Steel Platform for

anti-corrosin design

Oe©0 0O

Speaker 0SD DCin Touch screen(option) 1p65

Features v SPC-1001-M1/M2 SPC-1201-M1/M2
» Stainless steel enclosure anti-corrosion design SPC-1501 SPC-1701 SPC-1901
» The Design of low noise and low power consumption

» Support 10.4°/12.1"/15"/17"/19” TFT LCD Panel

» IP65 compliant front bezel with tempered Glass protect screen ( Touch screen option )
» Compatible Intel / AMD / VIA Low Power consumption PC MB

~ Flexible design support Mini-ITX form factor MB

» Space for 1x 2.5 inch HDD

» Build in 2 x 2 watts stereo speaker

» OSD control buttons to optimize the display

» DC 12V/ 8A , 96Watts external power adapter with Lockable connector

» Option: Internal ATX power Module, wide range DC8-30V input

> Meet standard VESA hole ( 75/100 mm ) ,support wall mount / Desk top/Swing arm

Standard Mini-ITX MB COM(extension)
| ——— DC-in ON/OFF
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System Specification ¥

SPC-1001-M1 | SPC-1001-M2 | SPC-1201-M1 | SPC-1201-M2 SPC-1501 SPC-1701 SPC-1901
Main Board Mini ITX form factor
CPU compatible with Intel / AMD / VIA low power consumption
DRAM Upgradeable standard SDRAM ,DDR/DDR2 memory
Storage Space for 1 x 2.5" HDD(anti-shock design)
System Cooling Fan(rear side)| Replaceable and washable 1 x 60*60*10 mm fan module with dust Filter or flat cover plate
0sD 0SD adjust function support Brightness, Contrast, H/V Position, Color, Phase, Clock, Management
Expansion No riser card slot
Touch screen Resistive / Capacitive / IR / SAW touch ( optional )

Display Specifications

Display Type 10.4" SVGA TFT LCD10.4" XGA TFT LCD [12.1" SVGA TFT LCD[12.1" XGA TFT LCD | 15" XGA TFT LCD | 17" SXGA TFT LCD} 19" SXGA TFT LCD
Resolution 800 x 600 1024 x 768 800 x 600 1024 x 768 1024x768 1280 x 1024 1280 x 1024
Luminance 400 nits 400 nits 400 nits 450 nits 250 nits 300 nits 300 nits
Max.color 262K 16.2M 262K 262K 16.2M 16.7M 16.7M

View Angel 130°(H) , 110° (V) [176°(H) , 176" (V) [140°(H) , 110°(V) [160° (H) , 160°(V) | 150 (H) , 135" (V)| 178 (H) , 178 (V)| 178°(H) , 178°(V)
Pixel Pitch 0.330x0.330  |0.0685 x 0.2055 |0.3075 x 0.3075 |0.240 x 0.240 0.297 x 0.297  |0.264 x 0.264 0.294 x 0.294
Contrast Ratio 400 : 1 1200: 1 500: 1 700 : 1 700 : 1 1000 : 1 1000 : 1
Response Time 25 ms 25 ms 35 ms 25 ms 8 ms 5 ms 5ms

LCD MTBF 50,000hrs 50,000hrs 50,000hrs 50,000hrs 50,000hrs 50,000hrs 50,000hrs

Mechanical Specifications

Construction Stainless steel enclosure

Front Panel Protection IP 65 compliant

Power input Input : 100-240VAC , 50/60Hz , Output :DC12V@8A 96Watts external power adapter with lockable connector
Operating Temperature 32°F ~ 113°F (0°C to 45°C)

Storage Temperature -4°F ~ 140°F (-20°C to 60°C)

Certifications CE/FCC/ROHS

Mounting Meets standard VESA hole (75/ 100mm),support Wall-mount/Desktop stand/Swing arm

Weight ( Net/ Gross : KG )

Dimension (W xHxD ) (mm) 330%265*90 330%265*90 385%310%90 |408%345%90 | 4882.6*399.2%90

Stainless Steel Panel PC Platform 9 |






